TRANSAS WATERPROOF RUGGED 15.6 PANEL PC

SPECIFICATIONS
Transas 15X Panel PC (18141500)

Motherboard Intel Arrandale
Processor Intel® Core™ i3-350M
Chipset Intel® HM55
Memory

RAM 2 GB DDR3 1333Mhz support
Hard drive 40 GB SSD

Graphics card

VGA Intel integrated
Colors 16,7 Million

Bonded AR LED LCD screen

Screen size 15.6 Inch

Screen type Wide screen 16:9
Screen resolution 1366x768

LED backlight Yes

Response Time <=10ms

Contrast Ratio 500:1

Light Intensity 400 NITS

Viewable Angle >=80 dgr

Dimmer Control 0-100%

External controls
Power on/off button yes
Dimmer control buttons +/-  yes
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Slim design combined with powerful Intel® Core™ i
technology

Transas panel pc is a natural choice for crowded
instrumentation spaces. The computer can be fitted in
virtually any environment. Solid block encapsulation
gives excellent resistance against vibration, shock,
and salt water.

Ports and external connections
Cabling for connectors umbilical cable 3 meter

Power plug Yes, also with battery
connection

Ethernet Gbit RJ45 1 port

USB 4 USB 2.0 ports

Sound output jack Yes

Size 407 x 257 x40 mm

Weight 6.5 Kg

Power 9-30V DC

Power consumption >100W

Bracket 15X VESA Mount (18141501)

www.transasmarine.com



TRANSAS WATERPROOF RUGGED 15.6 PANEL PC

OPTIONAL HARDWARE
+ Junction Box 15X also including (18141503)

- Serial Board 15X 4x232/422/485 (18141502)
- UPS Battery for 15X System (18141504)

External connections

USB 4 USB 2.0 ports type A receptacles
Split gland 1 for PC cable

Split gland 1 for RJ45 Ethernet cable

Split gland 1 for sound cable

Cable gland 4 for NMEA serial cable

Cable gland 1 for power cable

Internal connections

Power plug Yes, also with battery connection
Ethernet RJ45 2 ports

NMEA serial ports 4 ports with Phoenix 3,81mm jacks
USB 1 USB 2.0 ports type A receptacles
Sound output jack yes

Internal equipment

Serial network server with 4 serial ports RS232/RS485/RS422
and 2 Ethernet ports

Back-up battery Type and Li-lon

2200ma 31.68Wh 14.4Vdc
Weight 0,26Kg
Dimensions 50x 270 x 20mm

Physical dimensions
Size 200 x 300 x 70mm
Weight 1.1Kg

Environmental conditions
Operating Temperature (-)15 to (+)55 degrees Celsius
Operating humidity 30% to 90% (non-condensing)

Transas Marine International

tel.: +46 31769 56 00

fax: +46 31694 184

e-mail: info@transas.com

web:  www.transasmarine.com
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Junction Box 18141503

o 00000000
S 00000000
2 00000000
&l 00000000 ¥
o 000000002
g 000000003
& 00000000
= 000000002
o 00000000T
b ©00000000T
00000000<
00000000
00000000
2
(¢}
=/
o N\
“Z & @
& i ol
o ]
] E
3 ¢ |3
7 [} g
= -‘ 3
H «w g
= = =
¢ g :%
g S
2
]
a
‘o
4

BN Marin Elektronik AB

tel.: +46 8 501 515 29
e-mail: info@bnmarin.se
web:  www.bnmarin.se
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