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Extremt snabb GPSPuck för höghstighetsnavigering





MARINE SERIES             			 GP10USB


�











GP10USB ger ditt navigationsprogram en ny dimension vad gäller uppdateringshastighet av både position och kurs.


Med en uppdateringshastighet på 10Hz plottas positionen i sjökortsprogrammet 10 ggr snabbare än med en konventionell GPS.


Med en vanlig GPS släpar kursuppdateringen efter vid snabba girar p.g.a.


Det problemet elimineras med GP10USB där man får en ögonblicklig presentation av både position och kurs.





Fördelar:


Extremt snabb positionsuppdatering


Extremt snabb kursuppdatering(KÖG)


Flexibel installation 


Minimalt kablage


Snabb installation


Litet format








Specifikationer:


MediaTek MT3329 solution


Support 66-channel GPS


Fast TTFF at low signal level


Support AGPS


Up to 10 Hz update rate


Capable of SBAS (WAAS, EGNOS, MSAS)


Build-in micro battery to reserve system data for rapid satellite acquisition


LED indicator for GPS fix or not fix


Magnet for mounting on the car


Skid resistant pad on the bottom


Waterproof


2m USBcable


Acquisition Time:


Hot start (Open Sky) < 2s (typical)


Cold Start (Open Sky) 35s (typical)


Position Accuracy:


Autonomous 30m (2D RMS)


SBAS 2.5m (depends on accuracy of correction data)


	NMEA0183:


10Hz, 38400bps, NEMA output: GGA, RMC, VTG, GSA
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